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This Part specifies thepreseribes requirements and standards for the protection of groundwater
for certain types of new facilities or units located wholly or partially within a setback zone
regulated by the Environmental Protection Act (Act) [415 ILCS 5] or within a regulated recharge
area underas-delneated-pursuantte Section 17.4 of the Hhinois-Envirenmental-Protection-Act
{Aet)-[415 ILCS 5/17.4].

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.102 Definitions

Except as stated in this Section, and unless a different meaning of a word or term is clear from
the context, the definitions of words or terms in this Part areshal-be the same as those used in 35
Ill. Adm. Code 615.102, the Act, or the Illinois Groundwater Protection Act [415 ILCS 55].
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245  Section 616.104 Exceptions to Prohibitions

246

247  Section 14.2 of the Act sets forth the process to obtain a waiver or exception from the setback
248  requirements Sections 616.402(a), 616.422(a), 616.442, 616.462(a), 616.602, 616.622, 616.702
249  or 616.722(a).
250

251 a)
252

253

254

255

256

257

258




259
260
261
262
263
264
265
266
267
268
269
270
271
272
273
274
275
276
277
278
279
280
281
282
283
284
285
286
287
288
289
290
291
292
293
294
295
296
297
298
299
300
301

JCAR350616-2208794r02




302
303
304
305
306
307
308
309
310
311
312
313
314
315
316
317
318
319
320
321
322
323
324
325
326
327
328
329
330
331
332
333
334
335
336
337
338
339
340
341
342
343
344

JCAR350616-2208794r02

the Act)
&)
H
&)
(Source: Amended at 47 1ll. Reg. , effective )

Section 616.105 General Exceptions

a)

This Part does not apply to any facility or unit, or to the owner or operator of any
facility or unit, for which:

1)

2)

3)

4)

The owner or operator obtains certification of minimal hazard
underpursuant-te Section 14.5 of the Act; or

Alternate requirements are imposed in an adjusted standard proceeding or
#r-a site-specific rulemaking; underpursuantte Title VII of the Act; or

Alternate requirements are imposed in a regulated recharge area
proceeding underpursuantte Section 17.4 of the Act; or

The owner or operator of the facility for storage and related handling of
pesticides or fertilizers for the-purpese-of-commercial application or at a
central location for the-purpese-ef-distribution to retail sales outlets that
has filed a written notice of intent underpursuantte Section 14.6 of the Act
with the Department of Agriculture by January 1, 1993, or within 6
months after the date on which a maximum setback zone is established or
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a regulated recharge area regulation is adopted that affects such a
facility; or has filed a written certification of intent underpursuant to
Section 14.6 of the Act on the appropriate license or renewal application
form submitted to the Department of Agriculture or other appropriate
agency. [415 ILCS 5/14.6] {Section-14-6(a)-ef the-Aet). This exception
doesshaH not apply to those facilities that are not in compliance with the
program requirements of Sectionssubseetions 14.6(b) and 14.6(c) of the
Act.

Nothing in this Section limitsshatl-Hmit the authority of the Board to impose
requirements on any facility or unit within any portion of any setback zone or
regulated recharge area in any adjusted standard proceeding, site-specific
rulemaking, or a-regulatory proceeding establishing the regulated recharge area.

(Source: Amended at 47 1ll. Reg. , effective )

SUBPART B: GROUNDWATER MONITORING REQUIREMENTS

Section 616.202 Compliance Period

The compliance period is the active life of the unit, including closure and post-closure care

periods.

a)

b)

d)

The active life begins when the unit first begins operation or one year after the
date of first applicability, whichever occurs later, and ends when the post-closure
care period ends.

The post-closure care period for units other than pesticide storage and handling
units subject to Subpart | and fertilizer storage and handling units subject to
Subpart J is five years after closure, except as provided inat Section 616.211(e).

The post-closure care period for pesticide storage and handling units subject to
Subpart | and for fertilizer storage and handling units subject to Subpart J is three
years after closure, except as provided inat Section 616.211(e).

Despite subsectionsSubseetions (a), (b), and (c)-retwithstanding, no post-closure
care period is required if all waste, waste residues, contaminated containment
system components, and contaminated subsoils are removed or decontaminated at
closure, and no ongoing corrective action is required underpursuantte Section
616.211.

(Source: Amended at 47 1ll. Reg. , effective )
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Section 616.203 Compliance With Groundwater Standards
The owner or operator mustshatt comply with the groundwater standards.
a) The term of compliance is the compliance period.

b) Compliance mustshaH be measured at the compliance point, or compliance points
if more than one such point exists.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.205 Groundwater Monitoring Program
The owner or operator mustshaH develop a groundwater monitoring program that consists of:

a) Consistent sampling and analysis procedures that are designed to ensure
monitoring results that provide a reliable indication of groundwater quality below
the unit. Ata minimum, the program must include procedures and techniques for:

1) Sample collection;

2) Sample preservation and shipment;
3) Analytical procedures; and

4) Chain of custody control.

b) Sampling and analytical methods that are appropriate for groundwater monitoring
and that allow for detection and quantification of contaminants specified in this
Subpart, and that are consistent with the sampling and analytical methods
specified in 35 Ill. Adm. Code 620.

C) DeterminingA-determination-of the groundwater head elevation each time
groundwater is sampled.

d) DeterminingA-determination at least annually ef-the groundwater flow rate and
direction.

e) If the owner or operator determines that the groundwater monitoring program no
longer satisfies the requirements of this Section, the owner or operator mustshaH,
within 90 days, make appropriate changes to the program. Conditions under
which a groundwater monitoring program no longer satisfies the requirements of
this Section includebut-arenottmited-to:
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1) A Maximum Allowable Result (MAR) is exceeded in any monitoring well
that is being used as a background monitoring well or that the owner or
operator has previously determined to be hydraulically upgradient from
the facility; or

2) A redetermination of groundwater flow rate and direction conducted
underpursuant-to subsection (d) shows that the existing monitoring system
is not capable of assessing groundwater quality at the compliance points or
points.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.206 Reporting

The owner or operator mustshaH submit the results of all monitoring required underpursuant-to
this Subpart to the Agency within 60 days after-completion-of sampling_is completed.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.207 Determining Background Values and Maximum Allowable Results
“MARs:

a) The owner or operator mustshaH, by the startbeginning-ne-laterthan-the-beginning
of operation of the unit and continuing for a-peried-of-at least one year, sample

each monitoring well at least every two months and analyze each sueh-sample
according to the following program:

1) For a unit subject to Subpart E (land treatment units), Subpart F (surface
impoundments), Subpart K (road oil storage and handling units), or
Subpart L (de-icing agent storage and handling units), samplesanakbysis
mustshaH be analyzed for pH, specific conductance, total organic carbon,
total organic halogen, and any other parameter that meets the following
criteria:

A) Material containing thesueh parameter is stored, treated, or
disposed of at the unit; and

B) There is a groundwater standard for thesteh parameter.

2) For a unit subject to Subpart | for the storage and handling of pesticides,
analysis mustshall be for each pesticide stored or handled at the unit.



474
475
476
477
478
479
480
481
482
483
484
485
486
487
488
489
490
491
492
493
494
495
496
497
498
499
500
501
502
503
504
505
506
507
508
509

b)

3)

JCAR350616-2208794r02

For a unit subject to Subpart J for the storage and handling of fertilizer,
samplesanatysis mustshal be analyzed for pH, specific conductance, total
organic carbon, nitrates as nitrogen, ammonia nitrogen, and fer-any other
parameter that meets the following criteria:

A) Material containing thesueh parameter is stored or handled at the
unit; and

B) There is a groundwater standard for thesuch parameter.

The results obtained under subsection (a) mustshat be used to calculate the
background mean, background standard deviation, and the-Maximum Allowable
Result (hereinafterreferred-to-as“MAR™) for each parameter using the following
procedures:

1)

2)

3)

4)

5)

Results from all samples collected during the year must be used in the
calculations unless the owner or operator demonstrates to the Agency that
one or more of the results was due to error in sampling, analysis, or
evaluation.

All calculations must be based on a-minimum-of-at least six sample
measurements per parameter per well.

If any measured value is equal to or greater than its PQL, or if any
measured value is greater than its corresponding groundwater standard, the
actual measured value must be used to calculateealettating the mean and
standard deviation.

If any measured value is less than its PQL and less than its corresponding
groundwater standard, the PQL rather than the measured value mustis-te
be used in calculating the mean and standard deviation.

Except for pH, the MAR is the quantity equal to the measured mean value
of the contaminant plus the product of the contaminant's standard
deviation times the following constant:

Sample Size Constant
6 2.10
7 2.03
8 1.97
9 1.93
10 1.90

11 1.88
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12 1.85
13 1.84
14 1.82

6) For pH, the upper limit for the MAR is the quantity equal to the measured
background mean pH plus the product of the calculated background
standard deviation of the samples times the constant tabulated in

subsection (b){a}(5).

7) For pH, the lower limit of the MAR is the quantity equal to the measured
background mean pH minus the product of the calculated background
standard deviation of the samples times the constant tabulated in

subsection (b){a}(5).

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.208 Continued Sampling

Upon completion of the background sampling required underpursuant-te Section 616.207, the
owner or operator mustshal sample each monitoring well for the duration of the compliance
period and analyze each sample, except as provided in Section 616.209, according to the
following program:

a)

b)

For a unit subject to Subpart E (land treatment units) or Subpart F (surface
impoundments), samplessampling mustshal be collected at least quarterly and

analyzedanahysis-shat-be for pH, specific conductance, total organic carbon, total
organic halogen, and any other parameter that meets the following criteria:

1) Material containing thesueh parameter is stored, treated, or disposed of at
the unit; and

2) The Board has adopted a groundwater standard for thesueh parameter.

For a unit subject to Subpart | for the storage and handling of pesticides,

samplessamphing mustshal be collected at least quarterly, except as provided in
subsection (d), and analyzedanahysisshat-be for the five specific pesticides or
five groups of chemically similarehemicathy-similar pesticides stored or handled
at the unit that are the most likely to enter into the groundwater from the unit and
that are the most toxic. The owner or operator mustshat choose the five specific
pesticides or five groups based upon the following criteria:

1) The volume of the pesticides stored or handled at the unit;
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2) The leachability characteristics of the pesticides stored or handled at the
unit;

3) The toxicity characteristics of the pesticides stored or handled at the unit;
4) The history of spillage of the pesticides stored or handled at the unit; and
5) Any groundwater standards for the pesticides stored or handled at the unit.
For a unit subject to Subpart J for the storage and handling of fertilizer,
samplessamphing mustshal be collected at least quarterly, except as provided in

subsection (d), and analyzedanahysis-shat-be for pH, total organic carbon, nitrates
as nitrogen, ammonia nitrogen, and specific conductance.

Despite subsectionsSubsections (b) and (c)-retwithstanding, for a unit subject to
Subpart | for the storage and handling of pesticides or fer-a unit subject to Subpart
J for the storage and handling of fertilizers, samplessamphing mustshaH be
collected at least semi-annually ifprevided-that all of the following conditions are
met:

1) The unit is in compliance with the containment requirements of 8 III.
Adm. Code 255; and

2) There have been no detections within the preceding two years in any of
the monitoring wells of any contaminant stored or handled at the facility
or ef-any contaminant attributable to the operation of the unit.;-anéd

For a unit subject to Subpart K for the storage and handling of road oils or subject
to Subpart L for the storage and handling of de-icing agents, samplessamphing
mustshaH be collected annually and analyzedanalysis-shal-be for pH, specific
conductance, total organic carbon, and total organic halogen.

(Source: Amended at 47 1ll. Reg. , effective )

a)

Section 616.209 Preventive Notification and Preventive Response

Preventive notification is required for each well in which:
1) A MAR is-feund-to-be exceeded (except for pH);; or
2) There is a detection of any contaminant:

A) Required to be monitored under Section 616.207(a);
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B) Listed under 35 1ll. Adm. Code 620.310(a)(3)(A) (except due to
natural causes and except for pH);

C) Denoted as a carcinogen under 35 Ill. Adm. Code 620.410(b); or

D) Subject to a standard under 35 Ill. Adm. Code 620.430 (except due
to natural causes).

Whenever preventive notification is required under subsection (a), the owner or
operator of the unit mustshal confirm the detection by resampling the monitoring
well or wells. This resampling mustshaH be analyzed for each parameter found to
be present in the first sample and be performed within 30 days after the date on
which the first sample analyses are received. The owner or operator must provide
preventive notification of the results of the resampling analyses within 30 days
after the date on which those analyses are received, but no later than 90 days after
the results of the first sample are received.

If preventive notification is provided under subsection (b) by the owner or
operator and the applicable standard has not been exceeded, the Agency mustshat
determine whether the levels for each parameter as set forth in 35 Ill. Adm. Code
620.310(a)(3)(A) are exceeded. If an exceedanceexeeedenee is determined, the
Agency mustshal notify the owner or operator in writing regarding thesueh
finding.

Within 60 days after receiving a notification from the Agency of itspen-reeeipt
of-a finding that an exceedance has occurred, the owner or operator mustshat
submit to the Agency-within-60-days a report that includes;-ata-minimum;-shat
include the degree and extent of contamination and the measures that are being
taken to minimize or eliminate thethis contamination, in complianceaecerdance
with a prescribed schedule. The owner or operator may also provide a
demonstration that:

1) The contamination is the result of contaminants remaining in groundwater
from a prior release for which appropriate action was taken in
complianceaeeerdanee with the laws and regulations in existence at the
time of the release;

2) The source of contamination is not due to the on-site release of
contaminants; or

3) The detection resulted from error in sampling analysis or evaluation.
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Based upon the report in subsection (d) as well as any other relevant information
available to the Agency, the Agency mustshal provide a written response to the
owner or operator that specifies either:

1) Concurrence with the preventive response being undertaken; or

2) Non-concurrence with the preventive response being undertaken and a
description of the inadequacies of such action.

An owner or operator who receives a written response of concurrence
underpursuant-to subsection (e) mustshal provide periodic program reports to the
Agency regarding the implementation of the preventive response.

An owner or operator who receives a written response of non-concurrence
underpurstant-to subsection (e) must,shal-have within 30 days after receiving the
response,-te correct the inadequacies and-te resubmit the report to the Agency or
te-request a conference with the Agency. Within 30 days after receivingbpen
receipt-of a written request for-sueh-a conference, the Agency mustshaH schedule
and hold the conference-within-30-days. Following thea conference, the Agency
mustshal provide the owner or operator with a final determination regarding the
adequacy of the preventive response.

An owner or operator isshat-be responsible for implementing adequate preventive
response as determined underpursuant-te this Section.

After completion of preventive response, the concentration of a
contaminanteentamination listed in 35 Ill. Adm. Code 620.310(a)(3)(A) in
groundwater may exceed 50 percent of the applicable numerical standard in 35 Ill.
Adm. Code 620.Subpart D only if the following conditions are met:

1) The exceedanceexeeedence has been minimized to the extent practicable;

2) Beneficial use, as appropriate for the class of groundwater, has been
assured; and

3) Any threat to public health or the environment has been minimized.

Nothing in this Section limitsshat-in-any-way-Hmit the authority of the State or
the United States to require or perform any corrective action process.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.210 Corrective Action Program
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Whenever any applicable groundwater standard under 35 Ill. Adm. Code 620.Subpart D is
exceeded, an owner or operator mustshat-bereguired-te undertake the following corrective

action:

a)

b)

c)

d)

Notify the Agency of the need to undertake a corrective action program when
submitting the groundwater monitoring results required underpursuantte Section
616.206. The notification must indicate in which wells and for which parameters
a groundwater standard was exceeded.

Continue to sample and analyze according to the-previsions-of-Section
616.208(a), except that:

1)

2)

For a unital-units subject to Subpart | for the storage and handling of
pesticides, samplesthe-frequency-of-al-such-samphing mustshal be
collected quarterly until no measured values above the groundwater
standard have been recorded for any parameter for two consecutive
quarters.

For a unit subject to Subpart J for the storage and handling of fertilizers,
samplessamphing mustshal be collected quarterly for the parameters
specifiedset-forth in Section 616.207(a)(3) that are stored or handled at the
unit until no measured values above the groundwater standard have been
recorded for two consecutive quarters.

If sample values above any groundwater standard are confirmed underpursuantto
Section 616.209(b), the owner or operator mustshaH:

1)

Submit to the Agency an engineering feasibility plan for a corrective
action program designed to achieve the requirements of
subsectionssubsection (e) through ().

A) TheSueh feasibility plan mustshall be submitted to the Agency
within 180 days after the date of the sample in which a
groundwater standard was initially exceeded.

B) TheFhis requirement under subsection (c) is waived if no
groundwater standard is exceeded in any sample taken
underpursuantte subsection (b) for two consecutive quarters.

Except as provided in subsection (c)(1)(B), the Agency mustshal provide a
written response to the owner or operator based upon the engineering feasibility
plan and any other relevant information that specifies either:
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1) Concurrence with the feasibility plan for corrective action; or

2) Non-concurrence with the feasibility plan for corrective action and a
description of the inadequacies of thesueh plan.

An owner or operator who receives a written response of concurrence
underpurstant-te subsection (d) mustshal provide periodic progress reports to the
Agency regarding implementationthe-implementing of the corrective
actionpreventive response,

An owner or operator who receives a written response of non-concurrence
underpursuant-te subsection (d) must,shal-have within 30 days after receiving the

response,te correct the inadequacies and-te resubmit the report to the Agency or-te
request a conference with the Agency. Within 30 days after receivingUpon-+receipt
of a written request for-sueh a conference, the Agency mustshal schedule and
hold the conference-within-30-days. Following thea conference, the Agency
mustshat provide the owner or operator with a final determination regarding the
adequacy of the corrective action.

An owner or operator isshat-be responsible for implementing adequate corrective

actionpreventiverespense as determined underpursuantte this Section.

Except as provided in subsection (c)(1)(B), the owner or operator mustshaH:

1) Begin the corrective action program specified in the engineering
feasibility plan byne-later-than the date of receipt of concurrence from the
Agency.

2) Establish and implement a groundwater monitoring program to
demonstrate the effectiveness of the corrective action program.

3) Take corrective action that results in compliance with the groundwater
standards:

A) At all compliance points; and

B) Beyond the unit boundary, ifwhere necessary to protect human
health and the environment, unless the owner or operator
demonstrates to the Agency that, despite the owner's or operator's
best efforts, the owner or operator was unable to obtain the
necessary permission to undertake such action. The owner or
operator is not relieved of any responsibility to clean up a release
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that has migrated beyond the unit boundary where off-site access is
denied.

Continue corrective action measures to the extent necessary to ensure that
no groundwater standard is exceeded at the compliance point or points.

The owner or operator may terminate corrective action measures taken
beyond the compliance period as identified inat Section 616.202 if the
owner or operator can demonstrate, based on data from the post-closure
groundwater monitoring program under subsection (h)(2), that no
groundwater standard has been exceeded for aperied-ef-three consecutive
years.

Report in writing to the Agency on the effectiveness of the corrective
action program. The owner or operator mustshah submit these reports
semi-annually.

If the owner or operator determines that the corrective action program no
longer satisfies the requirements of this Section, the owner or operator
mustshal, within 90 days, make any appropriate changes to the program.

) Subsections (b), (c), and (f) do not apply if the owner or operator makes an
alternative corrective action demonstration underpursuant-to Section 616.211.
(Source: Amended at 47 1ll. Reg. , effective )

Section 616.211 Alternative Corrective Action Demonstration

If a corrective action program is required underpursuantte Section 616.210, it is presumed that
contamination from the facility or unit that is being monitored is responsible for the groundwater
standard being exceeded. An owner or operator may overcome that presumption by making a
demonstration that a source other than the facility or unit that is being monitored caused the
groundwater standard to be exceeded, or that the cause of the groundwater standard being
exceeded is due to error in sampling, analysis or evaluation.

a)

In making thesteh demonstration, the owner or operator mustshaH:

1)

2)

Notify the Agency that the owner or operator intends to make a
demonstration under this Section when submitting the groundwater
monitoring results underpursuant-te Section 616.206; and

Submit a report to the Agency that demonstrates that a source other than a
facility or unit owned or operated byferwhiech-he-is the owner or operator
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caused the groundwater standard to be exceeded, or that the groundwater
standard was exceeded due to an error in sampling, analysis or evaluation.
ThisSueh report must be included with the next submission of
groundwater monitoring results required underpurstant-te Section
616.206.-and

The Agency mustshaH provide a written response to the owner or operator, based
upon the written demonstration and any other relevant information, that specifies
either:

1) Concurrence with the written demonstration for alternative corrective
action with requirements to continue to monitor in complianceaceerdanee
with the groundwater monitoring program established underpursuant-to
Sections 616.205 and 616.210; or

2) Non-concurrence with the written demonstration for alternative corrective
action and a description of the inadequacies of such demonstration.

An owner or operator who receives a written response of non-concurrence
underpursuant-te subsection (b) must, within{e)}-shal-have 30 days after receiving
the response,te-se respond to the Agency in writing or-te request a conference
with the Agency. Within 30 days after receivingpenreeceipt-of a written request
for-sueh a conference, the Agency mustshalt schedule and hold the conference
within-30-days. Following thea conference, the Agency mustshaH provide the
owner or operator with a final determination regarding the adequacy of the
alternative corrective action.

The owner or operator mustshaH begin the corrective action program in
complianceaecordance with the requirements of Section 616.210(f).

(Source: Amended at 47 1ll. Reg. , effective )

SUBPART C: GENERAL CLOSURE AND POST-CLOSURE REQUIREMENTS

Section 616.302 Closure Performance Standard

The owner or operator mustshaH close the unit in a manner that:

a)

Controls, minimizes, or eliminates, to the extent necessary to protect human
health and the environment, post-closure escape of waste, waste constituents,
leachate, contaminated runoff, or waste decomposition products to soils,
groundwaters, surface waters, or the atmosphere;
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b) Minimizes the need for maintenance during and beyond the post-closure care
period; and

C) Complies with the closure requirements of 35 Ill. Adm. Code: Subtitles C and G.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.303 Certification of Closure

Within 60 days after theeempletion-of closure of each unit_ is completed, the owner or operator
mustshaH submit to the Agency, by registered or certified mail, a certification that the unit has
been closed in complianceaeeordanee with the closure requirements. The certification must be
signed by the owner or operator and by an independent registered professional engineer.
Documentation supporting the independent registered professional engineer's certification must
be furnished to the Agency upon request.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.304 Survey Plat

a) BeforeNe-later-than the submission of the certification of closure of each unit, the
owner or operator must record with land titles andshaH submit to the Agency and
any local zoning authority; or authority with jurisdiction over local land use;ané
to-the-Ageney—and-record-with-land-titles; a survey plat indicating the location
and dimensions of any waste disposal units, and any pesticide or fertilizer storage
and handling units, with respect to permanently surveyed benchmarks. This plat
must be prepared and certified by a registered land surveyor.

b) For pesticide storage and handling units or fer-fertilizer storage and handling
units, records or reports required under any other Statestate or federalFederal
regulatory program and which contain the information required under subsection
(a)abeve may be used to satisfy thatthis reporting requirement.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.305 Post-Closure Notice for Waste Disposal Units

WithinNe-later-than 60 days after certification of closure of the unit, the owner or operator of a
unit subject to SubpartSubparts D, E, or F mustshaH submit to the Agency, te-the County
Recorder, and te-any local zoning authority, or authority with jurisdiction over local land use; a
record of the type, location and quantity of wastes disposed of within each cell or other area of
the unit.
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(Source: Amended at 47 1ll. Reg. , effective )

Section 616.306 Certification of Completion of Post-closure Care

WithinNe-later-than 60 days after completion of the established post-closure care period, the
owner or operator mustshal submit to the Agency, by registered or certified mail, a certification
that the post-closure care period for the unit was performed in complianceaecordance with the
specifications in the approved post-closure plan. The certification must be signed by the owner
or operator and an independent registered professional engineer. Documentation supporting the
independent registered professional engineer's certification must be furnished to the Agency
upon request.

(Source: Amended at 47 1ll. Reg. , effective )

SUBPART D: ON-SITE LANDFILLS
Section 616.401 Applicability
This Subpart applies to new landfill units which are located wholly or partially within a setback
zone or regulated recharge area and that contain special waste or other waste generated on-site,

except that this Subpart does not apply to any new landfill unit that:

a) Contains solely one or more of the following: hazardous waste, livestock waste,
landscape waste, or construction and demolition debris; or

b) Is exempt from this Part underpursuant-te Section 616.105.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.402 Prohibitions

a) UnderPursuant-to Sections 14.2(a), 14.2(c), and 14.3(e) of the Act, a person must
notre-persen-shak cause or allow the construction or operation of any landfill unit
that is:

1) Located wholly or partially within a minimum setback zone and that is
either a new potential primary source or a new potential secondary source,
except as specified in Sections 616.104(a)-and-(b}; or

2) Located wholly or partially within a maximum setback zone and that is a
new potential primary source, except as specified in Section 616.104(k).

b) A person must notNe-persen-shall cause or allow the disposal of special waste in
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a new on-site landfill unit within a regulated recharge area if the distance from the
wellhead of the community water supply well to the landfill unit is 2500 feet or
less, except as provided inat Section 616.105.

(Source: Amended at 47 1ll. Reg. , effective )

SUBPART E: ON-SITE LAND TREATMENT UNITS
Section 616.421 Applicability
This Subpart applies to new land treatment units that are located wholly or partially within a
setback zone or regulated recharge area and that treat or dispose of special waste or other waste

generated on-site, except that this Subpart does not apply to any new land treatment unit that:

a) Contains solely one or more of the following: hazardous waste, livestock waste,
landscape waste, or construction and demolition debris; or

b) Is exempt from this Part underpursuant-te Section 616.105.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.422 Prohibitions

a) UnderPursuant-te Sections 14.2(a), 14.2(c), and 14.3(e) of the Act, a person must
notre-persen-shakl cause or allow the construction or operation of any land
treatment unit that is:

1) Located wholly or partially within a minimum setback zone and that is
either a new potential primary source or a new potential secondary source,
except as specified in Sections 616.104(a)-and-(b}; or

2) Located wholly or partially within a maximum setback zone and that is a
new potential primary source, except as specified in Section 616.104(b}.

b) Nothing in this Section prohibits,shat-prehibit-tand-treatment within a maximum

setback zone regulated by the Act, land treatmentefsludgeresultingfrem the
treatment of domestic wastewater or of sludge resulting from the treatment of

water to produce potable water; if the land treatment issueh-activities-are
conducted in complianceaecordanee with the Act and 35 Ill. Adm. Code: Subtitle
C.

(Source: Amended at 47 1ll. Reg. , effective )
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Section 616.423 Groundwater Monitoring
The owner or operator mustshall comply with the requirements of Subpart B.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.424 Design and Operating Requirements

The owner or operator mustshal design and operate the land treatment site in
complianceaecordanee with 35 Ill. Adm. Code: Subtitle C and 35 Ill. Adm. Code: Subtitle G.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.425 Closure and Post-Closure
The owner or operator mustshall comply with the requirements of Subpart C.

(Source: Amended at 47 1ll. Reg. , effective )

SUBPART F. ON-SITE SURFACE IMPOUNDMENTS
Section 616.441 Applicability
This Subpart applies to new surface impoundment units that are located wholly or partially
within a setback zone or regulated recharge area and that contain special waste or other waste
generated on-site, except that this Subpart does not apply to any new surface impoundment unit
that:

a) Contains solely one or more of the following: hazardous waste, livestock waste,
landscape waste, or construction and demolition debris; or

b) Is exempt from this Part underpursuant-te Section 616.105.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.442 Prohibitions

UnderPursuant-to Sections 14.2(a), 14.2(c), and 14.3(e) of the Act, a person must notre-persen
shaH cause or allow the construction or operation of any surface impoundment unit that is:

a) Located wholly or partially within a minimum setback zone and that is either a
new potential primary source or a new potential secondary source, except as
specified in Sections 616.104(a)-ard-(b}; or
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b) Located wholly or partially within a maximum setback zone and that is a new
potential primary source, except as specified in Section 616.104(b}.
(Source: Amended at 47 1ll. Reg. , effective )

Section 616.443 Groundwater Monitoring

The owner or operator mustshall comply with the requirements of Subpart B.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.444 Design Requirements

a)

b)

d)

The owner or operator of a surface impoundment mustshal install two or more
liners and a leachate collection system between thesueh liners. This requirement
to installFhe-regquirementfor-the-installation-of two or more liners in-this
subseetion-may be satisfied by installingthe-tastaHation-of a top liner designed,
operated, and constructed of materials to prevent the migration of any constituent
into thesueh liner during the period thesueh facility remains in operation
(including any post-closure monitoring period), and a lower liner designed,
operated, and constructed of materials to prevent the migration of any constituent
through thesueh liner during thatsueh period. For the-purpoese-ef-the preceding
sentence, a lower liner satisfiesshal-be-deemed-to-satisfy thesueh construction
requirement if it is constructed of at least a 5-foot thick layer of recompacted clay
or other natural material with a permeability of no more than 1 X 10¢” centimeter
per second.

A surface impoundment must be designed, constructed, maintained, and operated
to prevent overtopping resulting from normal or abnormal operations; overfilling;
wind and wave action; rainfall; run-on; malfunctions of level controllers, alarms,
and other equipment; and human error.

A surface impoundment must have dikes that are designed, constructed, and
maintained with sufficient structural integrity to prevent massive failure of the
dikes. In ensuring structural integrity, it must not be presumed that the liner
system will function without leakage during the active life of the surface
impoundment.

The owner or operator mustshal maintain the following items:

1) Records describing the contents of the impoundment; and
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2) A map showing the exact location and dimensions of the impoundment,
including depth with respect to permanently surveyed benchmarks.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.445 Inspection Requirements

a) During construction and installation, liners must be inspected for uniformity,
damage, and imperfections (e.g., holes, cracks, thin spots, or foreign materials).
Immediately after construction or installation:

1) Synthetic liners and covers must be inspected to ensure tight seams and
joints and the absence of tears, punctures, and blisters; and

2) Soil-based and admixed liners and covers must be inspected for
imperfections including lenses, cracks, channels, root holes, or other
structural non-uniformities that may cause an increase in the permeability
of that liner or cover.

b) During operation,Whie a surface impoundment is-in-eperation,—H must be
inspected weekly and after storms to detect evidence of any of the following:

1) Deterioration, malfunctions, or improper operation of overtopping control
systems;
2) Sudden drops in the level of the impoundment's contents;
3) Severe erosion or other signs of deterioration in dikes or other
containment devices; or
4) A leaking dike.
(Source: Amended at 47 1ll. Reg. , effective )

Section 616.446 Operating Requirements

a)

b)

A person must notNe-persen-shall cause or allow incompatible materials to be
placed in the same surface impoundment unit.

A surface impoundment unit must be removed from service in
complianceaeesrdanece with subsection (c) when:

1) The level of liquids in the unit suddenly drops and the drop is not known
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to be caused by changes in the flows into or out of the unit; or

2) The dike leaks.

C) When a surface impoundment unit ismust-be removed from service as required by
subsection (b), the owner or operator mustshaH:

1) Shut off the flow or stop the addition of wastes into the impoundment unit;

2) Contain any surface leakage that has occurred or is occurring;

3) Stop the leak;

4) Take any other necessary steps to stop or prevent catastrophic failure;

5) If a leak cannot be stopped by any other means, empty the impoundment
unit; and

6) Notify the Agency of the removal from service and corrective actions that
were taken;-sueh-notice-to-be-given within 10 days after the removal from
service.

d) ANe surface impoundment unit that has been removed from service in
complianceaeeerdanee with the requirements of this Section may be restored to
service only ifunless the portion of the unit that failed has been repaired.

e) A surface impoundment unit that has been removed from service in
complianceaeeerdanee with the requirements of this Section and that is not being
repaired must be closed in complianceaeeordance with the provisions of Section
616.447.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.447 Closure and Post-Closure Care

a)

b)

If closure is to be by removal, the owner or operator mustshaH remove all waste,
all waste residues, contaminated containment system components (e.q.,
linershiners;—ete:), contaminated subsoils and structures and equipment
contaminated with waste and leachate; and, if disposed of in the State of Illinois,
dispose of them at a disposal site permitted by the Agency under the Act.

If closure is not to be by removal, the owner or operator mustshat comply with
the requirements of Subpart C and mustshaH:
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1) Eliminate free liquids by removing liquid wastes or solidifying the
remaining wastes and waste residues.

2) Stabilize remaining wastes to a bearing capacity sufficient to support final
cover.

3) Cover the surface impoundment unit with a final cover designed and
constructed to:

A) Provide long-term minimization of the migration of liquids through
the closed impoundment unit;

B) Function with minimum maintenance;

C) Promote drainage and minimize erosion or abrasion of the final
cover;

D) Accommodate settling and subsidence so that the cover's integrity
IS maintained; and

E) Have a permeability less than or equal to the permeability of any
bottom liner system.

C) If some waste residues or contaminated materials are left in place at final closure,
the owner or operator mustshal comply with the requirements of Subpart C-and
shaH for fiveaperiod-of5 years after closure and must:

1) Maintain the integrity and effectiveness of the final cover, including
making repairs to the cap as necessary to correct the effects of settling,
subsidence, erosion, or other events;

2) Maintain and monitor the groundwater monitoring system; and
3) Prevent run-on and run-off from eroding or otherwise damaging the final
cover.
(Source: Amended at 47 1ll. Reg. , effective )

SUBPART G: ON-SITE WASTE PILES

Section 616.461 Applicability
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This Subpart applies to new waste piles that are located wholly or partially within a setback zone
or regulated recharge area and that contain special waste or other waste generated on-site, except
that this Subpart does not apply to any new waste pile that:

a) Contains solely one or more of the following: hazardous waste, livestock waste,
landscape waste, or construction and demolition debris; or

b) Consists of sludge resulting from the treatment of domestic wastewater from a
POTW and the sludge pile is situated on an underdrained pavement and operated
in complianceaeeerdanece with the Act, 35 Ill. Adm. Code: Subtitle C and 35 IlI.
Adm. Code: Subtitle G; or

C) Is exempt from this Part underpursuant-te Section 616.105.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.462 Prohibitions

a)

b)

UnderPursuant-to Sections 14.2(a), 14.2(c), and 14.3(e) of the Act, a person must
notre-persen-shal cause or allow the construction or operation of any waste pile
that is:

1) Located wholly or partially within a minimum setback zone and that is
either a new potential primary source or a new potential secondary source,
except as specified in Sections 616.104{za)-ane-(b}; or

2) Located wholly or partially within a maximum setback zone and that is a
new potential primary source, except as specified in Section 616.104(b}.

A person must notNe-persen-shalt cause or allow the disposal of special waste in
a new waste pile within a regulated recharge area if the distance from the
wellhead of the community water supply well to the waste pile is 2500 feet or
less, except as provided inat Section 616.105

Nothing in this Section prohibitsshal-prohibit a waste pile, within a maximum
setback zone regulated by the Act, of sludge resulting from the treatment of
domestic wastewater or of sludge resulting from the treatment of water to produce
potable water, if such activities are conducted in complianceaeeerdanee with the
Act, 35 Ill. Adm. Code: Subtitle C, SubtitleSubtie F, and Subtitle G.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.463 Design and Operating Requirements
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a) A person must notNe-persen-shaH cause or allow:

1) Disposal or storage in the waste pile of liquids or materials containing free
liquids; or

2) Migration and runoff of leachate into adjacent soil, surface water, or
groundwater.

b) A waste pile must comply with the following standards:

1) The waste pile must be under an impermeable membrane or cover that
provides protection from precipitation;

2) The waste pile must be protected from surface water run-on; and

3) The waste pile must be designed and operated to control wind dispersal of
waste by a means other than wetting.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.464 Closure

The owner or operator must completeshaH-aceomphish closure by removing and disposing of all
wastes and containment system components (e.q., linershiners;ete). If disposed of in the State of

Illinois, the waste and containment system components must be disposed of at a disposal site
permitted by the Agency under the Act.

(Source: Amended at 47 1ll. Reg. , effective )

SUBPART H: UNDERGROUND STORAGE TANKS
Section 616.501 Applicability
This Subpart applies to new underground storage tanks that are located wholly or partially within
a setback zone or regulated recharge area and that contain special waste, except that this Subpart
does not apply to any new underground storage tank that:
a) UnderRursuantte 35 Ill. Adm. Code 731.110(a) must meet the requirements-set
forth in 35 Ill. Adm. Code 731, unless such a tank is excluded from those
requirements underpurstantte 35 Ill. Adm. Code 731.110(b);-e¢

b) HasMust-have interim status or a RCRA permit under 35 Ill. Adm. Code: Subtitle
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G; or
C) Is exempt from this Part underpursuant-te Section 616.105.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.502 Design and Operating Requirements

Owners and operators of new underground storage tanks that store special waste mustshal meet
the requirements-set-forth in 35 Ill. Adm. Code 731. TheseSueh requirements must be met even
if the tanks are excluded from coverage under-35-H-Adm-—Code731-by 35 Ill. Adm. Code
731.110(b). The exclusions-setferth in 35 1l1l. Adm. Code 731.110(b) doshaH not apply to any
underground storage tank that stores special waste.

(Source: Amended at 47 1ll. Reg. , effective )

SUBPART I: PESTICIDE STORAGE AND HANDLING UNITS
Section 616.601 Applicability
a) This Subpart applies to any new unit for the storage and handling of pesticides

that is located wholly or partially within a setback zone or regulated recharge area
and that:

1) Is operated for the-purpose-of-commercial application; or

2) Stores or accumulates pesticides prior to distribution to retail sales outlets,
including-but-rettmited-toe a unit that is a warehouse or bulk terminal.

b) Despite subsectionsSubseetions (a)(1) and (a)(2)-retwithstanding, this Subpart
does not apply to any unit exempt underpurstant-to Section 616.105.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.602 Prohibitions

UnderRursuant-te Sections 14.2(a), 14.2(c), and 14.3(e) of the Act, a person must notre-persen
shal cause or allow the construction or operation of any unit for the storage and handling of
pesticides that is:

a) Located wholly or partially within a minimum setback zone and that is either a
new potential primary source or a new potential secondary source, except as
specified in Section 616.104(a) and (b); or
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b) Located wholly or partially within a maximum setback zone and that is a new
potential primary source, except as specified in Section 616.104(b).
(Source: Amended at 47 1ll. Reg. , effective )

Section 616.603 Groundwater Monitoring

The owner or operator mustshall comply with the requirements of Subpart B.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.604 Design and Operating Requirements

The owner or operator mustshal:

a)
b)

d)

Maintain a written record inventorying all pesticides stored or handled at the unit.

At least weekly when pesticides are being stored, inspect storage containers,
tanks, vents, valves, and appurtenances for leaks or deterioration caused by
corrosion or other factors. If a leak or deterioration is found in any of these
devices, the owner or operator must immediately repair or replace the device.
The owner or operator mustshal maintain a written record of all inspections
conducted under this Section and of all maintenance relating to leaks and
deterioration of these devices.

Store all containers containing pesticides within a pesticide secondary
containment structure, if-sueh containers are stored outside of a roofed structure
or enclosed warehouse. For thepurpese-of-this subsection, a pesticide secondary
containment structure is a structure that complies with the design standards-set
forth in 8 1ll. Adm. Code 255.

Maintain all written records required under this Section at the site. The owner or
operator mustshat provide the written recordsany-sueh+ecerd to the Agency upon
request.

(Board Note: Owners or operators of facilities or units subject to this Part may also be
subject to regulations under 8 Ill. Adm. Code 255.)

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.605 Closure and Post-Closure Care
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The owner or operator mustshall comply with the requirements of Subpart C.

(Source: Amended at 47 1ll. Reg. , effective )

SUBPART J: FERTILIZER STORAGE AND HANDLING UNITS
Section 616.621 Applicability

This Subpart applies to any new unit for the storage and handling of fertilizers that is located
wholly or partially within a setback zone or regulated recharge area and that:

a) Is operated for the-purpese-of-commercial application; or

b) Stores or accumulates fertilizers prior to distribution to retail sales outlets,
including but-rothmited-to-a unit that is a warehouse or bulk terminal.

C) Despite subsectionsSubsections (a) and (b){d1)-and{2)-notwithstanding, this
Subpart doesshaH not apply to any unit exempt underpursuantte Section 616.105.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.622 Prohibitions

UnderPursuant-te Sections 14.2(a), 14.2(c), and 14.3(e) of the Act, a person must notre-persen
shaH cause or allow the construction or operation of any unit for the storage and handling of
fertilizers that is:

a) Located wholly or partially within a minimum setback zone and that is either a
new potential primary source or a new potential secondary source, except as
specified in Sections 616.104{a)-and-(b}; or

b) Located wholly or partially within a maximum setback zone and that is a new
potential primary source, except as specified in Section 616.104(b}.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.623 Groundwater Monitoring
The owner or operator mustshal comply with the requirements of Subpart B.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.624 Design and Operating Requirements
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The owner or operator mustshal:
a) Maintain a written record inventorying all fertilizers stored or handled at the unit.

b) At least weekly when fertilizers are being stored, inspect storage containers,
tanks, vents, valves, and appurtenances for leaks or deterioration caused by
corrosion or other factors. If a leak or deterioration is found in any of these
devices, the owner or operator mustshall immediately repair or replace the device.
The owner or operator mustshal maintain a written record of all inspections
conducted under this Section and of all maintenance relating to leaks and
deterioration of these devices.

c) Store all containers containing fertilizers (except anhydrous ammonia) within a
fertilizer secondary containment structure, if thesueh containers are stored outside
of a roofed structure or enclosed warehouse. For the-purpese-ef-this subsection, a
fertilizer secondary containment structure is a structure that complies with the
design standards-set-ferth in 8 Ill. Adm. Code 255.

d) Maintain all written records required under this Section at the site. The owner or
operator mustshal provide the written recordsany-such-record to the Agency upon
request.

(Board Note: Owners or operators of facilities or units subject to this Part may also be
subject to regulations under 8 Ill. Adm. Code 255.)

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.625 Closure and Post-Closure Care
The owner or operator mustshall comply with the requirements of Subpart C.

(Source: Amended at 47 1ll. Reg. , effective )

SUBPART K: ROAD OIL STORAGE AND HANDLING UNITS
Section 616.702 Prohibitions
UnderRursuant-te Sections 14.2(a), 14.2(c), and 14.3(e) of the Act, a person must notre-persen

shaH cause or allow the construction or operation of any unit for the storage and handling of road
oils that is:

a) Located wholly or partially within a minimum setback zone and that is either a
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new potential primary source or a new potential secondary source, except as
specified in Sections 616.104{a)}-and-(b}; or

b) Located wholly or partially within a maximum setback zone and that is a new
potential primary source, except as specified in Section 616.104(b}.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.703 Groundwater Monitoring

The owner or operator mustshall comply with the requirements of Subpart B.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.704 Design and Operating Requirements for Above-Ground Storage Tanks

a) The owner or operator of a tank mustshat not cause or allow:

1) Materials to be placed in a tank if such materials could cause the tank to
rupture, leak, corrode, or otherwise fail.

2) Uncovered tanks to be placed or operated so as to maintain less than 60
centimeters (2 feet) of freeboard unless:

A) The tank is equipped with a containment structure (e.g., dike or
trench), a drainage control system, or a diversion structure (e.g.,
standby tank); and

B) TheSueh containment structure, drainage control system, or
diversion structure has a capacity that equals or exceeds the
volume of the top 60 centimeters (2 feet) of the tank.

3) Material to be continuously fed into a tank, unless the tank is equipped
with a means to stop this inflow (e.g., a feed cutoff system or a bypass
system to a standby tank).

4) Incompatible materials to be placed in the same tank.

5) Material to be placed in a tank that previously held an incompatible
material unless the incompatible material has been washed from the tank.

6) Ignitable or reactive material to be placed in a tank unless:
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A) The material is stored or treated in such a way that it is protected
from any material or conditions that may cause it to ignite or react;
or

B) The tank is used solely for emergencies.

The owner or operator mustshal provide and maintain primary containment for
the tank such that:

1) The tank has a minimum shell thickness that ensures that the tank will not

fail (e.g., collapse, rupturei-e-coHapserupture-ete:).

2) The tank is compatible with the material to be placed in the tank or the
tank is lined with a substance that is compatible with the material to be
placed in the tank.

The owner or operator mustshall provide and maintain secondary containment for
the tank that:

1) Is capable of containing the volume of the largest tank or 10% of the total
volume for all tanks, whichever is greater;

2) Is constructed of material capable of containing a spill until cleanup
occurs (e.g., concrete or clay). The base of the secondary containment
area must be capable of minimizing vertical migration of a spill until
cleanup occurs (e.g., concrete or clay);

3) Has cover (e.g., crushed rock or vegetative growth) on earthen
embankments sufficient to prevent erosion; and

4) Isolates the tank from storm water drains and from combined storm water
drains and sanitary sewer drains.

If incompatible materials are handled at the site, secondary containment sufficient
to isolate the units containing the incompatible materials must be provided.

The owner or operator of a tank mustshal also:

1) Test above-ground tanks and associated piping every five years for
structural integrity.

2) Remove uncontaminated storm water-water runoffrun-off from the
secondary containment area immediately after a precipitation event.
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3) Handle contaminated storm water run-effrunoff in complianceaeecerdance
with 35 Ill. Adm. Code 302.Subpart A.

4) Provide a method for obtaining a sample from each tank.

5) Install, maintain, and operate a material level indicator on each tank.

6) When not in use, lock all gauges and valves that are used to inspect levels
in the tank. All such devices must be located within the containment
structure.

(Source: Amended at 47 1ll. Reg. , effective )

SUBPART L: DE-ICING AGENT STORAGE AND HANDLING UNITS

Section 616.722 Prohibitions

a) UnderPursuant-to Sections 14.2(a), 14.2(c), and {14.3(e) of the Act, a person must
notre-persen-shak cause or allow the construction or operation of any unit for the
storage and handling of de-icing agents that is:

1)

2)

Located wholly or partially within a minimum setback zone and that is
either a new potential primary source or a new potential secondary source,
except as specified in Sections 616.104{za)-ane-(b}; or

Located wholly or partially within a maximum setback zone and that is a
new potential primary source, except as specified in Section 616.104(b}.

b) A person must notNe-persen-shaH cause or allow the construction or operation

within any setback zone of any outdoor facility for the storage and handling of de-
icing agents, except as provided inat Section 616.105.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.723 Groundwater Monitoring

The owner or operator mustshall comply with the requirements of Subpart B.

(Source: Amended at 47 1ll. Reg. , effective )

Section 616.724 Design and Operating Requirements for Indoor Storage Facilities
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The base of the facility must be constructed of materials capable of containing de-
icing agents (i.e., bituminous or concrete pad).

The roof and walls of the facility must be constructed of materials capable of
protecting the storage pile from precipitation and capable of preventing dissolved
de-icing agents from entering into the adjacent soil, surface water, or
groundwater. The walls of the facility must be constructed of materials
compatible with the de-icing agents to be placed in the facility. Run-off from the
roof must be diverted away from the loading pad.

The loading pad of the facility must be constructed of materials capable of
containing a spill (i.e., concrete or bituminous pad). The borders of the loading
pad must be curbed to prevent dry or dissolved de-icing agents from migrating
from the loading pad into the adjacent soils, surface water, or groundwater. The
loading pad must be covered by a roof of sufficient size to provide the pad and de-
icing agents with protection from precipitation to prevent run-off or dissolved de-
icing agents from entering into the adjacent soil, surface water, or groundwater.

All areas surrounding the storage pile, including-but-netHmited-to the loading
pad, must be routinely inspected to determine whether any release of de-icing
agents has occurred. TheseSuch areas mustshall be cleaned as necessary. Spilled
de-icing agents must be placed back under the protective covering of the indoor
storage pile. The storage pile must be reshaped as often as necessary to prevent
leaching.

The integrity of the facility and loading pad must be maintained.

All areas surrounding the storage facility must be inspected daily to determine
whether any release of de-icing agents has occurred. Spilled de-icing agents must
be placed back into the storage facility.

(Source: Amended at 47 1ll. Reg. , effective )




